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Vitrified Pipe vs. Brick Sewers. 
Something about Culvert Pipe. 


PAMPHLETS: \ Vitrified Pipe Culvert Constiuc- 
tion. 


WESTERN PRICE LIST. 


Blackmer & Post Pipe Co.'s 


Superior Salt-Glazed Standard 


VITRIFIED PIPE. 
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Above Price List is subject to large discounts. 
For EASTERN PRICE LIST, see page 5, 


For Car Loads we make prices delivered at desti- 
nation, we assuming all risks in transit. 


For less than Car Loads we make prices f. 0. b. 
St. Louis only. 


For illustration of Standard Fittings see next page. 
Note Special Features described on page 4. 
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T BRANCH SLANT y @RANCH 


1-4 CURVE REGULATION CURVE 
t VENT TRAP 
DECREASER 1-8 CURVE INCREASER 
RUNNING TRAP WITH P TRAP WITH HAND HOLE 
P TRAP WITHOUT HAND HOLE HAND HOLE 
v BREECHES 
DOUBLE T BRANCH RUNNING TRAP WITHOUT 
HAND HOLE 
; ae STRAIGHT PIPE 
' RUNNING TRAP WITH SIDE DOUBLE Y BRANCH 
HAND HOLE 
I In ordering fittings refer to illustrations above, 


and in specifying ‘‘Increasers’’ or ‘‘Decreasers,”’ 
state diameter of each end and on which end 
socket is desired. 


All fittings are approximately two feet long. 
Special fittings made to order. 
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SPECIAL FEATURES 


OF 


Blackmer & Post Pipe Co.’s 


Salt-Glazed Standard 


VITRIFIED PIPE. 


3 to 7 inch are made in 2-foot lengths, with 
Common Sockets. 


8 to 24 inch are made in 214-foot lengths. 
8 to 12 inch are made both with Common 
Sockets and Deep Sockets. 
Above 12 inch all sizes are made with 
Deep Sockets. 
27 to 36 inch are made in 3-foot lengths, with 
Deep Sockets. 
(See Price List Large Sizes, page 8.) 


The inside of Socket and outside of Spigot 
end of all Deep Socket Pipe is corrugated. 


(See cuts below.) 


COMMON SOCKET. CORRUGATED 
DEEP SOCKET, 


Special sizes made to order. 
Easy boa 
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PRICE LIST 


Blackmer & Post Pipe Co.’s 


Superior Salt-Glazed 
DOUBLE STRENGTH 


VITRIFIED PIPE. 


WITH CORRUGATED DEEP SOCKETS. 


12 to 24 inch, 214-foot lengths. 
27 to 36 inch, 3-foot lengths. 
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Subject to discount. 


For carloads we make prices for delivery at 
destination, we assuming all risks in transit. 


For less than carloads we quote f. o. b. St. 
Louis only. 


Send for pamphlets, ‘‘Something about Culvert 
Pipe,’’ “Vitrified Pipe Culvert Construction.” 
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SOMETHING ABOUT OUR 


Double Strength Vitrified Pipe 


This material is especially desirable for railroad 
culverts, wagon road culverts, or other uses where 
extraordinary. strength and undoubted durability 
are required to safely withstand the weight of 
heavy embankments, the enormous locomotives of 
latest pattern, and the heavy harvesting and road 
machines now so Commonly seen on country roads, 


For over twenty years we have furnished our 
Double Strength Vitrified Pipe to railroad and 
construction companies for culverts under their 
tracks, and during this time have sold nearly 
2,000,000 feet of various sizes, most of which is 
now serving its original purpose, and is a living 
and enduring tribute to the strength and dura- 
bility of this material. 


Since we commenced the manufacture of 
Double Strength Vitrified Pipe in 1878, we have 
not only greatly improved its general quality, but 
have added several improved features, notably the 
corrugated Deep Sockets, increased the length 
of the sections, and, lastly and chiefly, have placed 
upon the market the larger sizes— 


27, 28, 30, 33 AND 36 INCH, 


which had not before been attempted, because of 
the physical difficulties attending its manufacture, 
but which we are now making successfully in large 
quantities. 


Pamphlet, ** Something About Culvert Pipe.’’ 
covering full information regarding the manufac- 
ture of this pipe—the Raw Material, Process of 
Manufacture, Evolution of Improvements, Tests 
of Strength, ete., will be promptly mailed on ap- 
plication. 


BLACKMER & POST PIPE Co., 
ST. LOUIS: 
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Price List and Dimensions 


LARGE SIZES 
Blackmer & Post Pipe Co.’s 
‘STANDARD VITRIFIED PIPE, 


In Three-Foot Lengths. 
A SUBSTITUTE FOR BRICK SEWERS. 
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Above price list is subject to large discounts. 


Yor price list of smaller sizes—3 to 24-inch—see 
page 2. 

Branches for lateral connections, up to 18-inch, 
$1.00 to $2.00 net, each, according to size of 
branch. 

Branches above 18-inch made only to order. 


Curves of approximately any desired radius made 
to order 


For carloads we make prices for delivery at des- 
tination, subject to authorized inspection at car 
door, we assuming all risks in transit. 


For_ less than carloads, we make prices f.o.b. St. 
Louis only. 


To interested parties we will, when prices are 
approved, forward to their address, free of 
charge a sample of this pipe. 


BLACKMER & POST PIPE CoO., 
ST. LOUIS. 
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SOMETHING ABOUT 


Large Sizes of Vitrified Pipe. 


A conspicuous example of the development of 
the closing years of the 19th century is shown in 
the fact that since 1890—at which time the largest 
vitrified pipe made in commercial quantities was 
24 inches in diameter—we have made and sold 


Over Two Hundred Thousand feet of 
27,28,30,33 and 36 inch VITRIFIED PIPE, 


both Standard and Double Strength, of uniformly 
superior quality. 


Much of this pipe has been used as a substitute 


for Brick Sewers in municipal work, and is pre- 
ferred 


--BECAUSE., 


It is cheaper. 

It is cleaner. 

It is more durable. 

It will not absorb or retain offensive matter. 
It is convenient in construction. 

It can be laid with unskilled labor. 


We invite correspondence and the fullest in- 
quiry regarding the merits of this material. 


Pamphlet, ‘‘ Vitrified Pipe vs. Brick Sewers,’’ with 
full information regarding the manufacture of 
Large Sizes Vitrified Pipe. the Raw Material, Ap- 
pliances used, and Process of Manufacture, Pests 
of Strength, ete., will be mailed on application. 


BLACKMER & POST PIPE Co., 


ST. LOUIS. 
Peat 


VITRIFIED PIPE 


FOR 


WATER CONDUITS. 


For conducting water by gravity from the 
source of water supply to the required distributing 
point, Vitrified Pipe is often found an economical, 
durable and altogether satisfactory substitute for 
the more costly iron pipe generally used for this 
purpose, 

Many examples of the use of this material for 
conducting water by gravity under a head of 10 
to 100 feet may be found in modern practice, and 
its use would now undoubtedly be much more 
general, but for the difficulty experienced in mak- 
ing tight joints with the vitrified sewer-pipe in 
common use. 

This objection has now been met and fully 
overcome by the corrugated deep sockets (see 
page 4), which are found on all our medium and 
large sizes of pipe, and with which absolutely 
tight joints may be made. 

Vitrified Pipe is especially desirable for irri- 
gation and for conducting water to mills and 
mining plants, in place of the wooden flumes com- 
monly used in the mountain regions of the West. 
The life of the wooden flume, under constant at- 
tention and expense for repairs, is always limited, 
while a conduit of Vitrified Pipe, carefully se- 
lected and properly laid, will last indefinitely with- 
out cost, other than fur its first construction. 

We invite correspondence, and on receipt of 
information covering the requirements of prospec- 
tive work of the character referred to: Length of 
pipe line, head, capacity required. physical condi- 
tions, etc., will be glad to submit our estimate 
of the cost of Vitrified Pipe made expressly to 
meet the conditions existing, and will also furnish, 
to prospective purchasers without charge, a 
sample of the pipe for inspection and test. 
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VITRIFIED DRAIN TILE. 
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The above price list is subject to large discounts. 

Note.—On carloads drain tile, or carloads part drain 
tile and part sewer pipe, we make prices de- 
livered at destination. On less than carloads 
we make prices f.o.b. St. Louis only. 


Our Farm Drain Tile 


is superior to the drain tile in general use for 
several reasons. The old idea that farm drain tile 
should be made soft and porous so as to absorb 
moisture has long since been exploded and proven 
to be incorrect. The experience of the largest, 
the thriftiest and the most enterprising farmers 
of the West has proven conclusively that 


Hard Burned Tile is the Best; 


it retains its shape, it retains its strength and 
all its good qualities, no matter how long it re- 
mains in the ground. 


Dealers Prefer to Handle It, 


because it is hard and tough and can be handled 
roughly without risk of breaking, and because 
their customers are quick to recognize its superior 
quality and always remember where they got it. 

Our facilities for turning out this material are 
so unusually good that we feel safe in the assur- 
ance that not only will our Farm Drain Tile be 
found the highest in quality, but the lowest in 
price. 


BLACKMER & POST PIPE CoO., 
Si. LOuIS. 


> SR TS errr ae - Sana = Rr 


"SALVLS G3LINA 3HL NI LNW1d DNIBNLOVANNYW 3did G3Is4INLIA ATZAISNIOX]S LSADYUVT 
*SINO1 “LS—'OS AdIid LSOd ? YANYMOV1E 


_ MEET Ti 


CPs aes 7a 


Vi ee Be ee 
eet Si 


BUCKMER & POST PIPE LO: 
VITRIFIED PAPE EXCLUSIVELY 
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